3

3.0 { -

PAC

PH
HEAD

2"

. v ARROW
3-8 2’5 HEIGHT
2'-10u 5-3/4‘ DRIVE

D

1 PIECE ARROW 4-3
30"
SR — 10" 1
/~
PC
REVERSIBLE CURVE
SHAFT
(I
NOTE: —— e
ALL TRAFFIC FLOW
ARROWS TO BE SOLID T
WHITE REFLECTIVE
TRAFFIC PAINT PER 30

DIMENSIONS SHOWN.

1

THRU

6-0" ;

CIRCLE IS POSITIONED
HORIZONTALLY
CENTERED ABOVE TYPE
ARROW IS POSITIONED
VERTICALLY AND
HORIZONTALLY INSIDE
OF CIRCLE

ARROW ART KNOCKS
OUT SO THAT ARROW IS
THE COLOR OF THE
PAVEMENT

DRIVE-THRU AND ARROW
LETTERS AND CIRCLE PAINT TO
MATCH PANTONE PMS 123 YELLOW.
TYPE ALIGNS CENTERED

TYPE IS POSITIONED VERTICALLY SO BASE OF
TYPE ALIGNS WITH HORIZONTAL EDGE OF PATH

S e

O O T

F e s

B e

DOWEL DIAMETER = T/8 (IN)
16" LONG SMOOTH DOWEL @ 18" 0.C.

DOWEL DIAMETER = T/8 (IN)

STRIPING (DASHED LINE DOES NOT PRINT) 16" LONG SMOOTH DOWEL @ 18" O.C.
A 100" R , POURED JOINT (Dc%'gégléi%ff
I t 6gt VERTICAL SAW-CUT POURED JOINT T PAVEMENT SEALING COMPOUND O FIT DOWEL
I I T = PAVEMENT 3/16" MIN. SEALING COMPOUND THICKNESS AND BE
THICKNESS ‘ | SECURED
i A o
= o // / "
. o g . ; —
2 = 1-1/4" MIN.
. o W W CLEARANCE
N = DOWEL TO BE
TOP 1/8" NO SAWCUT SEALING ég%;g"uﬁg ™ LUBRICATED
o SEALING COMPOUND 3116 MIN.
NOTE: REDWOOD EXPANSION
1. DOWEL BARS SHALL BE DRILLED INTO PAVEMENT JOINT FILLER
- HORIZONTALLY BY USE OF A MECHANICAL RIG. NOTE.
- 2. DRILLING BY HAND IS NOT ACCEPTABLE, PUSHING DOWEL :
BARS INTO GREEN CONCRETE IS NOT ACCEPTABLE. 1. DOWELS SHALL BE SUPPORTED BY AN APPROVED DEVICE.
210" BUTT JOINT TRANSVERSE SION JO
] DOWEL DIAMETER = T/8 (IN)
- 16" LONG SMOOTH DOWEL @ 18" O.C. VERTICAL SAW-CUT __y1
7= PAVEMENT e, l / QSXSE?; E‘%MDOUND
2107 DOWEL SLEEVE THICKNES ’
Wﬂ% PQURED JOINT (CLOSED END) OO
T < P%VEMENT 3/16" MIN. “/rg EF;I;’EDOWEL S| L
- ot HICKNESS W
&-0" (FIRST POUR)} | (SECOND POUR) AECURED ] i :
" i P T i T Y
| | N : %W////%
TYPE iS POSITIONED VERTICALLY SO
BASE OF TYPE ALIGNS WITH = 5 77 1-1/4" MIN. P 1/8"
HORIZONTAL EDGE OF PATH STRIPING o /// / 7 / CLEARANCE SEATING COMPOUND
(DASHED LINE DOES NOT PRINT) s ,4
YELLOW PAINT STRIPING AGAINST

THE OUTER EDGE OF THE ENTIRE
DRIVE-THRU PATH

- | CONTRACTION JOINT

el B 18T NG
SEALING COMPOUND  polEL TO BE LUBRICATED

e S R A B

DIMENSION & TYPE
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A Full Service
A & E Firm

Architects
Engineers
Environmental
Landscape Architects
M/E/P
Planners
Structural
Surveyors
Traffic / Transportation

DIMENSION & TYPE
A B C Concrete Section C D
Drive Aisle 2" 8" 12" Loading/Dumpster 12" g"
Parking 2" 6" 12" Drive-thru 120 6"
Asphaltic Concrete _L 400_0 pzc,l CO;“: N
> paving (min. . : —
=_=---  Z w/ wire mesh R . PR
_________._______.____.__________________________________ A4} g A A < [
% A 4 .
Limerock Base 8N SRR 0 T
or Crushed Concrete { SR o Q
© i Compacted subgrade to a min. 40 LBR compact to a min. density
of 98% of the modified proctor max. dry density (AASHTO T-180)
Compacted subgrade to a min. 40 LBR compact fo a min. density
of 98% of the modified proctor max. dry density (AASHTO T-180)
ASPHALT PAVING SECTION CONCRETE PAVING SECTION
N.T.S. N.T.S.
< >
FENCE PANEL PLAN VIEW POST PLAN VIEW

Uil Lid il LS UL LR L

et

SECTION FENCE PANEL
VIEW PROFILE VIEW POST PROFILE VIEW

WAUSAU TILE ALUMINUM FENCE PANEL McDONALD'S PATTERN
Size: 55" x 1" x 32" high

Offices in:

» Florida

¢ Puerto Rico
e Connecticut
e Maryland
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Plans Prepared By:
CPH. Inc.

0001 1354°9 -

1 PIECE END OF PATH "THANK YOU" Greenstreak Paving Cap Seal Weight: 45 Lbs.
CURVED ARROW PS AND "DRIVE-THRU" NO ] Profile #610 - See specifications Material: Powder coated aluminum
SHAFT ARROW NOTE: for additional information, Powder Coating Colors:
2l 1. DOWELS SHALL BE SUPPORTED BY AN APPROVED DEVICE. Silk Gray - RAL7044; Beige Gray - RAL7006;
TYPE IS POSITIONED HORIZONTALLY 7 Bronze: Black
CENTERED WITHIN THE 10' PATH. CONSTRUCTION JOINT ;
PAINT T MA T P ONE PMS 123 CONCRETE JOINT DETAILS TYPICAL EXPANSION JOINT ALUMINUM RAILING DETAIL
3.0 30 ’ NTS. NTS. NTS.
- 6" l  TRANSITION FROM LOW ¢ l . TOP OF CURE 3
! 16" %% POINT OF GUTTER TO AR TN TRANS.
3.2 N SLOPE OF PAVEMENT. T :
e e———— 5" . . . 3R —/
_ } PAVEMENT SLOPE  _ SN YA PAVEMENT 4" THICK CONCRETE
I R T | I SIDEWALK SECTION
5 6" of | 4, - 4R ~ PAINTED TRAFFIC YELLOW
Iy . e X .
30" N 4 4 SR £ . a SIDEWALK CURB
8" ' ELEVATION VIEW 6" X H MONOLITHIC CAST CURB OR
2-0 '—‘"“'l 2 6" X 12" SEPARATELY CAST CURB
0"
5 % WHEN USED ON HIGH SIDE OF ROADWAYS, THE NOSE DOWN CURB DETAIL
o - # FOR LOW POINT OF MIAMI CURB. CROSS SLOPE OF THE GUTTER SHALL MATCH THE NTS.
32 y %% FORLOW POINT OF TYPE F CURB & GUTTER CROSS SLOPE OF THE ADJACENT PAVEMENT. THE
: ¥ THICKNESS OF THE LIP SHALL BE 6", UNLESS
/\ 5 SPILL TYPE CURB & GUTTER AT SLOPE LANDING
. AINETEN OTHERWISE SHOWN ON PLANS. 5 MIN. LANDING
§-0" u STANDARD CONCRETE CURB & 5" MIN.
DOUBLE ARROW SPECIAL USE DOUBLE \’ GUTTER RAMP AND SIDEWALK
TO BE USED ON ALL SINGLE ARROW GENERAL NOTES: 6" 34" BEVEL CURB
POINTS OF ENTRY THAT TO BE USED ON ANY DESIGN AT 6-0" 1. THE CONCRETE FOR CURBS SHALL BE DEPARTMENT OF _ /— C
LEADS A CAR TOWARDS 78 GATEWAY. ONLY DESIGNS THAT DO ég?ﬂ%i%%iﬁ;ﬁ%%%ﬁi é) ggoNb%RPE;E, AND HAVE A S P AVEMENT)
OT HAVE A SINGLE ENTRY THAT . . . :
THE TIP OF THE ISLAND. N LEADS A O AR%GHT AT THE 2. ALL CURBS SHALL HAVE CONTRACTION JOINTS AND SHALL L N -~ SURFACE MATERIAL
DECISION POINT OF THE TIP OF THE BE CONSTRUCTED AT INTERVALS NOT TO EXCEED 100" ON far R s Sgi%*xmi‘%;g\fzﬂc
- " CENTERS FOR ALL CURBS. | S
STANDARD TEMPLATES HAS THIS  —=]  [——o — .| *TBASECOURSE
B TAND s . CONCRETE CURB & GUTTER
DESIGN. PAINT TO MATCH PANTONE ! SYMBOL AS SPECIFIED ¢ of parking space (TYPE F)
PMS 123 YELLOW. BY LOCAL CODES RAMP WIDTH (4 MIN) FDOT INDEX 304 CR-F. FDOT INDEX 304 CR-C.
VERTICAL CURB
TYPICAL PAVEMENT MARKINGS ACCESSIBLE SYMBOL CONCRETE CURB AND GUTTER DETAILS SIDEWALK RAMP TYPE B SIDEWALK RAMP TYPE A
NTS. NTS. NTS. NT.S. N.TS.
2" X 4" VERTICAL SUPPORT EACH
FINISH SECURE RECTANGULAR BAR TO OR CORNER (INSTALL TO ALLOW GRATE 3000 PSI JTS @ 10-0° O.C.
GRADE UNDER SURROUNDING SURFACE @
) REMOVAL) BROOM FINISH EXPOSED EXPANSION JOINT
2"X4" PT BOX ALL SlDES-\ MENU BOARD NOTE: ; SURFACE W/ SEALANT
R IRINININIRINANTRIN 1. REMOVE TRAPPED SEDIMENT WHEN Lo LNBOARD TO CONFORI TO MIAMI-DADE CURB TYPE AS SPECIFIED CONCRETE WALK
BRIGHTLY COLORED EXPANSION N CONCRETE TO BE RAISED FOR SLOPE DN.
RESTRAINT CAN NO LONGER BE SEEN. WIRE FILTER FABRIC 2" X 4" BRACE @ CENTER PROPER WATER RUN OFF e
2"X2"X3/4" 4 ‘| 2. GEOTEXTILE SHALL BE A WOVEN (RUN UNDER 2" X 4 2" X 4" TAP CON, 16" O.C., L gt
RUBBER ] POLYPROPYLENE FABRIC THAT MEETS OR g?g;ﬁ’g;?ig’;ﬁ%’*m / 3/16" X 2-3/4" (TYPICAL ALL éODIAMETER STEELMPIPE FILLED w/ 30515(-; .
BLOCK (TYP) \{ EXCEEDS REQUIREMENTS IN THE SIDES) raTE ¢ NC. PAINTED TO MATCH BUILDING
N SPECIFICATIONS TABLE. Sl OLOR AND EM- BEDDED [N CONC. STANDARD RED AND WHITE SIGN R3-5L R3-5R
1/2° BRIGHTLY 3. PLACE AN OIL ADSORBENT PAD OR S — BASE 5 0% X 36" 30 X 36" ]
o PILLOW QVER INLET GRATE WHEN QIL . ! BITUMINOUS JOINT AROUND i LETRLE
COLORED NYLON . SPILLS ARE A CONCERN. : RUN FILTER FABRIC PIPE DO NOT ENTER SIGN LEFT TURN ONLY RIGHT TU RN ON LY ,,,,,,,, S BUILDING
ROPE EXPANSION \/ 9 LIMEROCK BASE
RESTRAINT 4. INSPECT PER REGULATORY o UNDER GRATE & TOP OF SLAB OR ASPHALT N.TS. N.T.S. N.TS. /- 5 FOUNDATION
REQUIREMENTS. a4 OVER STRUCTURE \ COMP. GRANULAR FILL
5. THE WIDTH, "W", OF THE FILTER SACK 4 EE SPEOIFIGATIONS
SHALL MATCH THE INSIDE WIDTH OF THE LR _ NZ YL IA S
= z ' GRATED INLET BOX o ‘ 3,000 PSI CONCRETE || SomPAGTED s(B E
o . y NOTES: l ! e . i 5
-4 < 6. THE DEPTH, "D", OF THE FILTER SACK NQTES: NOTE: BOLLARDS REQ'D AT BLDG. S "/ NOTE: SEE PAVING SECTION
. SHALL BE BETWEEN 18 INCHES AND 36 1. FASTEN FRAMING TO STRUCTURE TO ALLOW GRATE REMOVAL. =t CORNERS. FIRE HYDRANTS, WATER o DETAILS FOR MATERIAL
INOHES, 2. LEAVE EXPOSED EDGE TO ALLOW FOR PAVING TO GRADE. METER, GAS METER, SPRINKLER ‘ SPEGIFICATIONS.
7. THE LENGTH, "L", OF THE FILTER SACK RISER, SHOWN TRANSFORMER & E
SHALL MATCH THE INSIDE LENGTH OF THE INLET PROTECTION DETAIL DRIVE THRU MENU BOARD ALL UTILITIES AT LOCATIONS 8 TYPICAL WALK SECTION
3 GRATED INLET BOX. NTS. TS SHOWN ON THESE DRAWINGS %;}?) =
= 8. EXTRA CARE SHALL BE TAKEN TO ENSURE INTERIOR & EXTERIOR. N.T.S.
_ REGULAR MAINTENANCE OF FILTER R1-1
4. A SACKS USED IN RIGHT OF WAY TO L 30" X 30 R3-2 R3-1
SECTION VIEW ENSURE ADEQUATE DRAINAGE CAPACITY. S 24" X 24" 24" X 24
PROFIEVEWOF | S BOLLARD DETAIL STOP SIGN NO LEFT TURN  NO RIGHT TURN . i ‘ )
INSTALLED FILTER SACK ' ST — 3 N.TS. NTS. NTS. N.TS.
LOOPS SIZED FOR 2"X1/4" RECTANGULAR T
BAR. LIFT FILTER BAG FROM INLET USING O ] X/
RECTANGULAR BAR FOR HANDLES. / CURB INLET © _ 2
EER Pr——. s f Qreler Here
- 7-&;’ > - o (_ .o R 1 l
OVERFLOW HOLES TR : NOTE. __SJ g g (;éj , 10 3/8"
GEOTEXTILE BAG I._. GUTTER 1 ! L 1 STRIPING TO BE SOLID WHITE. é o0 6 o0 R7-8 % // ]
1/4" BRIGHTLY COLORED NYLON GUTTER BUDDY P @ 7 @ PARKING BY MOUNT < 9 o] |
ROPE EXPANSION RESTRAINT Flow ; g —:_-{ c2D DISABLED ﬁ;é;% \ f
PERMIT
LOOPS SIZED FOR 1* REBAR. USE REBAR o Q 2 a oMLY 4 -
FOR A HANDLE TO EMPTY FILTER SACK 130"
AT A SEDIMENT COLLECTION LOCATION. CURB INLET PROTECTION DETAIL CROSS WALK STRIPING DETAIL 70" - “U"-CHANNEL POS
NTS. NTS. f VAN N (2 LBS./FT.) \
CAUTION: BAGGED INLET PROTECTION 1-1/2" DIA. GALV. PIPE R7-8P ACCESSIBLE © 90"
REQUIRES ADDITIONAL MAINTENANCE \ y 3 BOLLARD IN .|z
TO ENSURE THAT THE BMP FUNCTIONS 5 |__—stopeTo DRAIN T — vivtvan NI S
PROPERLY AND DOES NOT CAUSE = —_ $ 250 FINE . SLOPE TOP =
FLOODING. o : ’ F.S. 316.008(4) © OF CONCRETE
B 4" DIA. GROUT FILLED
ACCESSIBLE PARKING SIGNS IN ————="— f PIPE BOLLARD (PAINT GROUND SURFACE  § 1111
LOW TO MODERATE FLOW GEOTEXTILE FABRIC SPECIFICATION TABLE BOLLARDS PER REQUIREMENTS ’ 2‘_6" PIPE & EXPOSE(D CONC. SIGNS USED AS PER FLORIDA STATUTES ” - -
PROPERTES STV —— ; YELLOW PMS 123C) FTP 25 PER FS 316.1955, FS 316.1957 . - .
GRAB TENSILE STRENGTH ASTM D-4632 200185 4 - : K .
GRAB TENSILE ELONGATION | ASTM D-4632 20 % 1. ALL LETTERS ARE 1" SERIES "C" PER MUTCD PC CONCRETE—m *, |1 - .
MULLEN BURST ASTM D-3786 800PST || 2. TOP PORTION OF SIGN SHALL HAVE REFLECTORIZED SRR 2 [ L
TRAPEZOID TEAR ASTM D-4533 120LBS T 4" WIDE WHITE STRIPES @ 45°, IN-GROUND MOVEABLE (ENGINEERING GRADE) BLUE BACKGROUND WITH el ) A
UVRESSTANGE | ASTH D-4355 % 5'ON CENTER . SIGN SIGN WHITE REFLECTORIZED LEGEND & BORDER. KA NP e _}
e T D osseram o ISOMETRIC VIEW - SEE ACCESSIBLE PULL FORWARD SIGNS ARE ONLY TO BE ORDERED THROUGH 3. BOTTOM PORTION OF SIGN SHALL HAVE A Aa T SRt | | R 6
PERMITTIVITY ASTM D-4401 0.55 SEC -1 e ————— MCDONALD'S APPROVED SIGNAGE VENDORS REFLECTORIZED (ENGINEERING GRADE) WHITE . ’ ™ P .
MODERATE TO HIGH FLOW GEOTEXTILE FABRIC SPECIFICATION TABLE ?FYY%?(?:L?ETA‘L ’ BACKGROUND WITH BLACK OPAQUE LEGEND & I o __..l . B | EC
e TP RECOMMENDATION IS TO USE PERMANENT IN-GROUND BASE AS 4 ?t(r)\:%orfgﬂmcmor\: SIGN SHALL HAVE A 287 E:IGNS SHALL COMPLY WITH U.S Yy
GRAB TENSILE STRENGTH ASTH D-4632 265LBS FIRST CHOICE WHENEVER POSSIBLE. THE BASE OF THE SIGN HAS . -~ RRIE 4
GRAB TENSILE ELONGATION | ASTM D-4632 20% REFLECTORIZED (ENGINEERING GRADE) WHITE DEPARTMENT OF TRANSPORTATION, FEDERAL . 1 RIGID DRIVE THRU CANOPY
PUNCTURE ASTM D-4833 135LBS . . TO BE POSITIONED FREE AND CLEAR OF ANY ACCESSIBLE RAMPS RT
VULLEN SURST T gy 420 P31 2 4 2 g AND NOT CREATE A BARRIER IN ALLOWING PROPER ADA BACKGROUND WITH BLACK OPAQUE LEGEND & HIGHWAY ADMINISTRATION'S "MANUAL ON I
FA MDA "’ mem!atﬂnf And Boonomic B esonroes wl |8 u w COORDINATE ALL REQUIRED IN-GROUND INSTALLATION WORK WiTH | 5. ONE (1) SIGN REQUIRED FOR EACH PARKING SPACE. CODES AND AS SPECIFIED. MOUNT SIGNS TO —
D | b A4 G 200 GAL/MIN/SG FT E 3 3 F QUALIFIED GC. STANDARD INSTALLATION DETAILS WILL BE 6. INSTALLATION HIE["GHT OF LOWEST SIGN SHALL HAVE POST IN ACCORDANCE WITH MANUFACTURER'S RS
i el || D A% IA| 1 5sec - < & ACCESSIBLE PARKING DETAIL @ = PROVIDED BY SIGNAGE VENDORS FOR REFERENCE. A MINIMUM OF 7'-0" CLEARANCE TO FINISH GRADE INSTRUCTIONS. e
C—S-ﬂ'ﬂ]ﬁzg & P10 GEOTEXTILE BAG INLET PROTECTION DETAIL T =10 DRIVE-THRU PARKING SIGN ACCESSIBLE PARKING SIGN STANDARD SIGN BASE ) MCDSSJS‘E-D(E;?O%ECT
- N.T.S NTS. NTS. N.T.S. - UUs-
Ulsaie T imne &b higi, Trade  Stanp MName

E . ™ H g

Antonio Cantillo 771 1722016 9:44:06 AMA  BLING Approwved

S i R U

1992 SW 1st. St

Miami, FL 33135

Ph: 305.274.4805
Licenses:

Eng. C.0.A. No. 3215
Survey L.B. No. 7143
Arch. Lic. No. AA2600926
Lndscp. Lic. No. LC0000298
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MIAMI - DADE COUNTY / FLORIDA

Sheet No.



